
Item Number Lamp Description W V CRI CCT LM BM MOL
Life/
Hrs. UPC

S8705 15WLED/CDL/4"/4K/120-277 15 100-277 90 4000 1020 40º 7.28 50000 045923087059

S8706 25WLED/CDL/6"/4K/120-277 25 100-277 90 4000 1750 40º 7.48 50000 045923087066

S8707 35WLED/CDL/8"/4K/120-277 35 100-277 90 4000 2450 40º 8.66 50000 045923087073

S8708 50WLED/CDL/10"/4K/120-277 50 100-277 90 4000 3500 40º 9.25 50000 045923087080

*Visit www.satco.com for 0-10V dimmer compatibility 

Commercial LED Recessed Downlights

Pack: Master 4/1

Commercial 
LED downlights
Applications
• Residential/commercial
• Offi ce
• Retail
• Hospitality
• Manufacturing
• Municipal/government

Features
• Direct replacements for incandescent,
 Halogen and CFL technologies
• 4" Replaces up to 2x18 Watt CFLs 
 using only 15 Watts
• 6" Replaces up to 2x26 Watt CFLs 
 using only 25 Watts
• 8" Replaces up to 2x32 Watt CFLs 
 or MH70 using only 35 Watts
• 10" Replaces up to 2x42 Watt CFLs 
 or MH70 using only 50 Watts
• External driver for simple retrofi tting 
• Quick connect for easy installation
• 100-277 Input voltage
• 0-10V Dimming to 10%*
• 90 CRI
• Damp location
• cULus listed
• ENERGY STAR certifi ed
• 5 Year warrant
• IC rated

*

Set of 3 retaining
clips included.

Installs into existing
frame-in kit.

PRODUCT
INFORMATION

4" shown in mounting 
bracket (page 3).



customer service 1-800-43-SATCO2

380 500 600 700 800
Wavelength(nm)

S
p

ec
tr

um

0.8

0.7

0.6

0.5

0.4

0.3

0.2

0.1

0.0

Max=7171  [1.0=20000] 2.12SDCM  F4000K

x=0.3841  y=0.3816

Luminous intensity distribution

Beam diagram
Flux out: 501.9   1m

Note: The Curves indicate the illuminated area and the average
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     illumination when the luminaire is at different distance.

Typical representation – 4" shown
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Spectral Distribution, 4000K

Dimensions
S8705 - 4"

S8707 - 8"

7.25"
(185mm)

5.625"
(142mm)

4.125"
(104mm)

8.750"
(220mm)

9.375"
(236mm)

7.500"
(190mm)

S8706 - 6"

S8708 - 10"

8.125"
(205mm)

7.500"
(190mm)

6.000"
(154mm)

9.250"
(235mm)

11.000"
(276mm)

9.125"
(233mm)
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Item Number Description UPC Pack

80/936 MOUNT. PLATE/BARS 4" C-RDL/2PK 045923809361 2pk

80/937 MOUNT. PLATE/BARS 6" C-RDL/2PK 045923809378 2pk

80/938 MOUNT. PLATE/BARS 8" C-RDL/2PK 045923809385 2pk

80/939 MOUNT. PLATE/BARS 10" C-RDL/2PK 045923809392 2pk

Commercial LED Recessed Downlight Brackets

Pack: Master 4/2

Commercial  
LED downlight 
brackets

80/936
4" bracket

80/939
10" bracket

Applications
•	Residential/commercial
•	Office
•	Retail
•	Hospitality

Features
•	14"-25" Adjustable arms
•	 Integrated J-box
•	Rugged construction
•	Wood joist of T-bar installation
•	Suitable for new construction  
	 in commercial applications
•	Overall structure is made of 		
	 galvanized sheet, fire-proof 		
	 and heat resistant
•	The junction box is detachable 		
	 for easy wiring
•	4", 6", 8", 10"
•	2 sets extended bars provided 		
	 for the for the bracket, could be 		
	 extended and shortened within 
	 12-3/4" - 24"
•	There are four 7/8" knockouts with 	
	 slots for pryouts for connections on 	
	 the junction 	box 	
•	Spare knockouts with slots: 
	 Two 1-1/8", another tow 9/16"  
	 on the left size
•	No. 18 AWG ground wire is 		
	 provided on the bracket

PRODUCT
INFORMATION
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Product Dimensions

80-936 - 4"

80-937 - 6"

80-938 - 8"

80-939 - 10"


