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5 Year Limited warranty
The purchased product is covered with a 5 year 
warranty in respect of any defect in materials or 
workmanship after purchase date. Warranty does 
not include batteries, which should be replaced 
every two years.

13”    S9650, S9651, S9652, S9691,

SAFETY AND INSTALLATION 

INSTRUCTIONS

S29650, S29651, S29652, S29691
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1. The lighting shall be mounted at a height of maximum 4.0m.

2. Do not use outdoors.

3. Do not mount near gas or electric heaters. Do not let power supply cords touch hot surfaces.

4. Use caution when changing batteries – ΔTURN ALL POWER OFF, BOTH WALL SWITCH AND LINE POWER! Δ Use only 

designated battery as supplied with original unit or as listed for use with this product. Dispose of old battery in designated 

disposal location.

5. Equipment should be mounted in locations and at heights where it will not be subjected to tampering by unauthorized personnel.

6. This product is designed for use with the 13” Round Blink ‘Pop ‘n’ Lock’ series lighting. Must not be used with any other fixture.

7. Do not use this product for other than intended use.All serving should be performed by professional personnel.

SAVE THESE INSTRUCTIONS

All serving should be performed by professional personnel.

SAFETY RECOMMENDATION

STEP 3: 

Connect the three (3) cables available for connection into junction box:

a) Connect the “Switched Line” and “Continuous” from the battery 

backup box to the continuous line black wire from the junction box

b) Connect the “Neutral” white wire from the battery backup together 

with the neutral white wire coming from the junction box.

Make electrical connections from the Blink LED Lighting 

fixture with the battery backup  

a) Use the orange connector already supplied and affixed to 

the unit.

b) Be sure to connect the ground wire coming from the lighting 

fixture.

STEP 4: 

Twist ‘n’ Lock into place 

a) Feed all wires up into the battery backup box and raise the 

lighting fixture up to the ceiling.

b) Align the edge of the fixture with the ball bearings on the 

mounting bracket and Twist‘n’ Lock into place. 

c) Thank you for installing safely. Enjoy your Emergency Lighting 

system! 

STEP 5: 

TWIST & LOCK

Thank you for installing safely. Enjoy your Emergency Lighting 

system! 

STEP 6: 

Ensure the junction box has an additional set of UNSWITCHED 

WIRES (continuous). 

Screw the Emergency Backup unit up into the junction box using the 

2 x M4 screws provided.

STEP 1: STEP 2: 

After mounting 2 screws on jbox, Mount 3 self tab screws on bracket 

against ceiling.



FOR CONTINUOUS POWER APPLICATIONS:

If the battery backup is used for:

1. A system with 24/7 lighting OR 

2. As a dedicated Emergency Light only, (light off in normal condition). Only continuous UNSWITCHED power is needed at the 

junction box – no need for switched wires.

Turn off / Disconnect power at Circuit breaker. Typical junction 

box wiring has only white & black switched wires controlled by 

wall switch for on/off or dimming. 

Option 1

For Option 1 above as 24/7 lighting: Connect the two black 

wires (labeled as “Continuous Line Power” and “Switched 

Line”) from the battery backup to the black line wire in the 

junction box and Connect the white (“Neutral”) to white from 

the battery backup fixture to junction box wires (image below). 

Then screw the Emergency Backup unit up into the junction 

box using the 2 x M4 screws provided the go to STEP4.

Option 2

For Option 2 above as dedicated Emergency Light only: 

Connect the black wire (labeled as “Continuous Line Power”) 

from the battery backup to the black line wire in the junction 

box and Connect the white (“Neutral”) to white from the battery 

backup fixture to junction box wires (image below). Screw wire 

nut over the “Switched Line” and leave unconnected. Then 

screw the Emergency Backup unit up into the junction box 

using the 2 x M4 screws provided the go to STEP4.
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