
PRODUCT
INFORMATION

75W replacement
omni-directional
LED lamps
Direct replacement for 75 Watt
incandescent lamps 

Applications
• Indoor residential and
   commercial lighting
• Down lighting
• Display lighting
• Accent lighting

Features
• Direct replacement for 75 Watt
   incandescent lamps uses only 12 watts
• Innovative design — smooth heat sink design
   to resemble traditional incandescent lamp
• Dimmable
• 300º Omni-directional
• 2700K, 3000K, 4000K and 5000K options
• Damp location rated
• Long life, 25,000 hours
• Approved for totally enclosed fixtures
• High efficiency/environmentally friendly
• No UV or IR radiation
• 3 year warranty

Omni-directional LED lamps
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Beam Angle: 300º

Beam Profile
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Item
Number Lamp Description W V CRI CCT Lm Bm

M.O.L.
(Inches)

Life/
Hrs. UPC

S9241* 12A19/LED/2700K/1100L/120V/D 12 120 80 2700K 1100 300º 4 5/8 25K 045923092411

S9242* 12A19/LED/3000K/1140L/120V/D 12 120 80 3000K 1140 300º 4 5/8 25K 045923092428

S9243 12A19/LED/4000K/1190L/120V/D 12 120 80 4000K 1190 300º 4 5/8 25K 045923092435

S9244 12A19/LED/5000K/1230L/120V/D 12 120 80 5000K 1230 300º 4 5/8 25K 045923092442

S9238* 12A19/LED/2700K/1100L/120V/D/GU24 12 120 80 2700K 1100 300º 4 5/8 25K 045923092381

Pack: Master 24 / Inner 6/1

Satco Products Inc. 
110 Heartland Blvd.,  
Brentwood, NY 11717
PH 631-243-2022
FX 631-243-2027

Distribution Centers:
New York, Florida, 
Texas, Washington, 
California, Puerto Rico

National Toll-Free:
800-43-SATCO
(800-437-2826)
www.satco.com 

50
1966–2016

Leaders in lighting for 50 y
ea

rs

*


