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MR16 GU10 base
LED lamps
Applications
•	Indoor residential and commercial lighting
•	Down lighting
•	Accent lighting
•	Pendant lighting

Features
•	Direct replacement for Halogen lamps
	 4.5W = 35 Watts
	 6.5W = 50 Watts – 25o (new) and 40o
•	Dimmable
•	Damp location
•	Approved for enclosed fixtures** 
•	Long life - 25,000 hours
•	High efficiency / environmentally friendly
•	Innovative design
•	No UV or IR radiation
•	5 year warranty - 10 hrs per day

Item
Number Lamp Description W V CRI CCT Lm Bm

M.O.L.
(Inches)

Life/
Hrs. UPC

S9380 4.5MR16/LED/40'/30K/120V/GU10 4.5 120 80 3000K 360 40º 2 3/16 25K 045923093807

S9381 4.5MR16/LED/40'/50K/120V/GU10 4.5 120 80 5000K 360 40º 2 3/16 25K 045923093814

S8676 6.5MR16/LED/25'/27K/120V/GU10 6.5 120 80 2700K 500 25º 2 9/32 25K 045923086762

S8677 6.5MR16/LED/25'/30K/120V/GU10 6.5 120 80 3000K 500 25º 2 9/32 25K 045923086779

S8678 6.5MR16/LED/25'/40K/120V/GU10 6.5 120 80 4000K 500 25º 2 9/32 25K 045923086786

S8679 6.5MR16/LED/25'/50K/120V/GU10 6.5 120 80 5000K 500 25º 2 9/32 25K 045923086793

S9382 6.5MR16/LED/40'/27K/120V/GU10 6.5 120 80 2700K 500 40º 2 3/16 25K 045923093821

S9383 6.5MR16/LED/40'/30K/120V/GU10 6.5 120 80 3000K 500 40º 2 3/16 25K 045923093838

S9384 6.5MR16/LED/40'/40K/120V/GU10 6.5 120 80 4000K 500 40º 2 3/16 25K 045923093845

S9385 6.5MR16/LED/40'/50K/120V/GU10 6.5 120 80 5000K 500 40º 2 3/16 25K 045923093852

90 CRI—CEC/T20

S8588 6.5MR16/LED/40'/27K/120V/GU10 6.5 120 90+ 2700K 450 40º 2 3/16 25K 045923085888

S8589 6.5MR16/LED/40'/30K/120V/GU10 6.5 120 90+ 3000K 450 40º 2 3/16 25K 045923085895

** See warranty for details.

MR16 GU10 LED Lamps

Pack Master 12/1

4.5W 6.5W

565 lx 
in Center

760 lx 
in Center

141 lx 
in Center

190 lx 
in Center

Illumination

Beam Angle : 40°

3.25 ft. 

6.5 ft. 

6.5W

475 lx 
in Center

118 lx 
in Center

Illumination

Beam Angle : 25°

3.25 ft. 

6.5 ft. 
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