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LED fluorescent replacement lamps

Satco By-pass 15W
LED T8 lamps
Direct wire replacement for
linear fluorescent T8 lamps
in existing fixtures.

Features
• No ballast or external driver required
• Direct wire 120-277V line voltage*
• All glass tube
• -20˚C (-4˚F) to 45˚C (113˚F) - ambient
  operating temperature
• Long life: 50,000 hours
• c-UL-us classified
• 5 year warranty
• DLC listed

* Install only in non-shunted lampholders

See page 2 for wiring diagrams

*

Item
Number Lamp Description W CRI Base Type Bm CCT Lm

M.O.L.
(Inches)

Life/
Hrs. UPC Pack

S9720 15T8/LED/48-830/BP 15 82 Med Bi-Pin 230˚ 3000K 1800 48 50K 045923097201 10

S9721 15T8/LED/48-835/BP 15 82 Med Bi-Pin 230˚ 3500K 1800 48 50K 045923097218 10

S9722 15T8/LED/48-840/BP 15 82 Med Bi-Pin 230˚ 4000K 1800 48 50K 045923097225 10

S9723 15T8/LED/48-850/BP 15 82 Med Bi-Pin 230˚ 5000K 1800 48 50K 045923097232 10
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Wiring Diagrams–Electronic Ballast

Retrofit luminaire with 2 lamp

Retrofit luminaire with 4 lamp

Retrofit luminaire with 1 lamp

Wiring Diagram–Magnetic Ballast
Retrofit luminaire with magnetic ballast


