
Item # Lamp Description
CCT 
(K)

Length 
(ft)

Bare Lamp (Rated) Bare Lamp Wattage System Wattage Initial Lumens Lifetime

Nominal 
Wattage

Nominal 
Lumens

LBF 
(0.78)

NBF 
(0.88)

HBF 
(1.18)

LBF 
(0.78)

NBF  
(0.88)

HF 
(1.18)

LBF 
(0.78)

NBF 
(0.88)

HBF 
(1.18)

LBF
(0.78)

NBF
(0.88)

HBF
(1.18)

S39934 12T8/LED/48-830/DR 3000 4 12 1700 10.2 12.0 16.4 13.0 15.0 21.5 1510 1680 2180 >50Khrs >50Khrs ≤50Khrs

S39935 12T8/LED/48-835/DR 3500 4 12 1700 10.2 12.0 16.4 13.0 15.0 21.5 1570 1750 2270 >50Khrs >50Khrs ≤50Khrs

S39936 12T8/LED/48-840/DR 4000 4 12 1800 10.2 12.0 16.4 13.0 15.0 21.5 1620 1800 2330 >50Khrs >50Khrs ≤50Khrs

S39937 12T8/LED/48-850/DR 5000 4 12 1800 10.2 12.0 16.4 13.0 15.0 21.5 1620 1800 2330 >50Khrs >50Khrs ≤50Khrs

t May not be compatible with all IS, RS, DM, amd EM ballasts. Visit www.satco.com for an approved list.
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SA2305

12W 4' LED
T8 lamps
Direct replacement for linear
fluorescent T8 lamps in existing
fixtures with instant or rapid start 
ballasts. No rewiring required.
•	Over 40% energy savings vs. standard 

4' T8 systems
•	All glass tube
•	Compatible with emergency & dimming 

ballastst
•	 Integrated thermal fuse at pins
•	Damp location
•	c-UL-us listed
•	NSF certified
•	DLC listed*
•	Long life—50,000 hours
•	5 Year warranty

Item
Number Lamp Description W CRI

Bulb
Type Bm CCT Lm

M.O.L.
(Inches)

Life/
Hrs. UPC Pack

S39934* 12T8/LED/48-830/DR 12 82 T8 210º 3000K 1700 48 50K 045923399343 25

S39935* 12T8/LED/48-835/DR 12 82 T8 210º 3500K 1700 48 50K 045923399350 25

S39936* 12T8/LED/48-840/DR 12 82 T8 210º 4000K 1800 48 50K 045923399367 25

S39937* 12T8/LED/48-850/DR 12 82 T8 210º 5000K 1800 48 50K 045923399374 25

t May not be compatible with all IS, RS, DM, amd EM ballasts. Visit www.satco.com for an approved list.

LED T8 Ballast Compatible  - 12W - Type-A

System Performance

*


