
NEW!
LED T8 BALLAST BYPASS 
SERIES LINE EXPANSION

NO BALLAST REQUIRED

INCREASED EFFICIENCY

DESIGNED FOR 
COLD TEMPERATURE 

APPLICATIONS

ALL GLASS TUBE

SHATTERPROOF COATED†

DAMP LOCATION

50,000 HOURS

BALLAST BYPASS 
REPLACEMENTS 
FOR LINEAR T8 
LAMPS NOW 
IN 60" AND 70" 
LENGTHS

Our LED ballast bypass 
linear lamps now cover 
more applications with 
48" and new 60" and 
70" lengths. More energy 
savings, less maintenance 
and high lumen output.
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LED T8 BALLAST BYPASS 
SERIES LINE EXPANSION

Item Lamp Description W CRI Base Type Bm CCT Lm
M.O.L.

(Inches)
Life/
Hrs. UPC Pack

S9720* 15T8/LED/48-830/BP 15 82 Med Bi-Pin 230º 3000K 1800 48 50K 045923097201 10

S9721* 15T8/LED/48-835/BP 15 82 Med Bi-Pin 230º 3500K 1800 48 50K 045923097218 10

S9722* 15T8/LED/48-840/BP 15 82 Med Bi-Pin 230º 4000K 1800 48 50K 045923097225 10

S9723* 15T8/LED/48-850/BP 15 82 Med Bi-Pin 230º 5000K 1800 48 50K 045923097232 10

S11953† 22T8/LED/60-840/BP 22 83 Med Bi-Pin 160° 4000K 2800 60 50K 045923119538 10

S11954† 22T8/LED/60-850/BP 22 83 Med Bi-Pin 160° 5000K 2800 60 50K 045923119545 10

S11955† 30T8/LED/70-840/BP 30 83 Med Bi-Pin 160° 4000K 4000 70 50K 045923119552 10

S11956† 30T8/LED/70-850/BP 30 83 Med Bi-Pin 160° 5000K 4000 70 50K 045923119569 10

Install on non-shunted lampholders

Wiring harnesses available includ-
ing non-shunted sockets, sold 
separately

Item Description

80-2626 1 LT BALLAST BYPASS 
WIRING HARNESS

80-2627 2 LT BALLAST BYPASS 
WIRING HARNESS

80-2628 3 LT BALLAST BYPASS 
WIRING HARNESS

80-2629 4 LT BALLAST BYPASS 
WIRING HARNESS

SATCO.COM  | 800-437-2826
© Satco Products,  Inc. 

All rights reserved 3/22 SA2390

Wiring Diagrams–Electronic Ballast

Retrofit luminaire with 2 lamp

Retrofit luminaire with 4 lamp

Retrofit luminaire with 1 lamp

Wiring Diagram–Magnetic Ballast
Retrofit luminaire with magnetic ballast

No ballast or external driver 
required
Increased efficiency
Designed for cold temperature 
applications
Single ended wiring/ 
non-shunted sockets
All glass tube
Shatterproof coated†
Damp location
DLC Listed*
ETL Sanitation listed (conforms 
to NSF)
50,000 hours

*TYPE
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