
LED U-BEND LAMPS
DUAL MODE (TYPE A + B)

Features:
•	Direct replacement for 

fluorescent U-bend lamps	
•	Dual mode - compatible with ballast or 

in ballast bypass configurations	
•	Shatterproof plastic tube 	
•	Single or double-ended wiring when 

installed for ballast bypass operation	
•	Compatible with select emergency 

backup and dimming ballasts	
•	5 year warranty	

Safe and Efficient
Fluorescent 
Replacement

Satco|Nuvo’s Dual Mode 
U-Bend Lamps are a 
direct replacement for 
fluorescent lamps in ballast 
bypass and ballast compatible 
systems. Available in 3000K, 
3500K, 4000K, 5000K CCT, and 
constructed of shatterproof 
plastic, these lamps are a safe 
and efficient choice to illuminate 
factories, warehouses, hospitals, 
and food service applications. For 
emergency and dimming applications, 
install with one of our compatible 
ballasts. 

Suggested Applications:
•	Commercial
•	Hospitality
•	Offices
•	Retail
• Warehouses
• Factories
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GENERAL SPECIFICATIONS:
Input Voltage, Frequency: 
Power Factor, THD %: 
Dimmable:
Efficacy:
Functional Life (L70):
Beam Angle: 
Ballast Bypass/Compatible:
Location Rating:
Ambient Operating Temperature: 
Enclosed Fixture Rating: 
Construction:
Base:
Pin Type:

LED U-BEND LAMPS
CCT SELECTABLE
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Wiring–Ballast Compatible Type A
• Compatible with emergency and dimming ballasts*
• For instant start ballasts on the approved list, ensure that LED/fluorescent sockets 
 are wired in a shunt configuration according to manufacturer’s wiring diagram.

• For rapid start ballasts on the approved list, non-shunted LED/fluorescent sockets 
 are needed and must be wired according to manufacturer’s wiring diagram.
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Wiring Options–Ballast Bypass Type B - 120-277V 
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Item Description UPC Lumens Wattage Input Current   
@120V/277V CCT DLC ID Pack Quantity

S18450 13T8/U1-G13/LED/830/DUAL 045923184505 1800 13W 0.108-0.047A 3000K PL9V4YUGHT8B 24

S18451 13T8/U1-G13/LED/835/DUAL 045923184512 1800 13W 0.108-0.047A 3500K PLIP7GRMDBS6 24

S18452 13T8/U1-G13/LED/840/DUAL 045923184529 1900 13W 0.108-0.047A 4000K PLPLI48DPQYH; 
PL5RVLSB571+ 24

S18453 13T8/U1-G13/LED/850/DUAL 045923184536 2000 13W 0.108-0.047A 5000K PLY5P1LK7Z5W; 
PLL0X0VFL6O+ 24

6" Dual Mode U-Bend Lamps

1" Dual Mode U-Bend Lamps

DLC Primary Use: Replacement Lamps (Plug +Play) (Type A). +DLC Primary Use: Dual Mode Internal Driver (UL Type A and Type B) 
*Lamps are cULus Listed when ballast compatible. **Lamps are cULus Certified when ballast is bypassed.
^May not be compatible with all ballasts. Please see Satco.com for an approved list.

LED U-BEND LAMPS
DUAL MODE (TYPE A + B)

Item Description UPC Lumens Wattage Input Current   
@120V/277V CCT DLC ID Pack Quantity

S11970 13T8U6/LED/22.5-830/DUAL 045923119705 1900 13W 0.108-0.047A 3000K PLT0HYEACRK2 12

S11971 13T8U6/LED/22.5-835/DUAL 045923119712 1950 13W 0.108-0.047A 3500K PLD6LILX58CD 12

S11972 13T8U6/LED/22.5-840/DUAL 045923119729 2000 13W 0.108-0.047A 4000K PLX80LFIAOD6 12

S11973 13T8U6/LED/22.5-850/DUAL 045923119736 2000 13W 0.108-0.047A 5000K PLOI8E3OVLA5 12

120-277V, 50/60Hz
0.9, 20% 
With select ballasts^
Up to 153 LPW
50,000 hours
160°
Dual Mode - Type A & B
Damp
-25°C (-13°F) to 45°C (113°F)
Rated for enclosed fixtures
Shatterproof plastic
Medium Bi-Pin
G13
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