
LED RETROFIT DOWNLIGHTS
STEPPED BAFFLE | CCT SELECTABLE

SATCO|NUVO’s LED Retrofit Downlights are the easy way to convert traditional 
recessed lighting to LED. These products are designed to fit 4" and 5/6" 
recessed cans and include an E26 socket base adapter for effortless installation. 
The stepped baffle design reduces glare and the fixture produces exceptional 
color rendering to enhance any environment from home to office. Complement 
any decor with white trims in round or square, or for more contrast black, 
bronze and brushed nickel round trims are available.
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STEPPED BAFFLE FOR 
REDUCED GLARE

OFFERED IN 4" AND 5/6" 
ROUND AND SQUARE 

CONFIGURATIONS AS WELL 
AS A 5/6" ROUND HIGH 

LUMEN MODEL

4" ROUND MODELS FEATURE 
ROTATING AND COLLAPSIBLE 

TABS FOR SECURE 
INSTALLATION AND EASY 

REMOVAL

SUGGESTED APPLICATIONS
Residential, Multifamily,

Retail, Offices

White Black

Brushed Nickel Bronze



ITEM SPECIFICATIONS / ORDER INFO

Model Diameter /Width Height Weight

4" Round 5.31" 1.83" 0.34 Lbs.

5"/6" Round 7.41" 2.32" 0.68 Lbs.

5"/6" Round High Lumen 7.40" 2.32" 0.63 Lbs.

4" Square 5.31" 2.21" 0.46 Lbs.

5"/6" Square 7.40" 2.32" 0.63 Lbs. 

DIMENSIONS/WEIGHTS

LED RETROFIT DOWNLIGHTS
STEPPED BAFFLE | CCT SELECTABLE

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must 
accept any interference received, including interference that may cause undesired operation. 
Fixture may not be compatible with all dimmers.
WARNING: Some products included in this specification sheet may be subject to the warning requirements of California’s Proposition 65. 
Please refer to your product packaging for more information.
Replacement wattage shown depends on application and fixture. 
Specifications are subject to change without prior notice.
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GENERAL SPECIFICATIONS
Input Voltage, Frequency: 120V, 60Hz
Power Factor: 0.9
Efficacy: up to 89 LPW
CRI: 90
CCT: 2700K/3000K/3500K/4000K/5000K
Functional Life: 50,000 Hours

Location Rating: Wet
Dimming: Phase-Cut Dimmable Down to 10%
Suitable for Bathroom Applications: Yes
Air Tight: Yes
Ambient Operating Temperature: -20°C (-4°F) to +40°C (+104°F)
Beam Angle: 90°
Lens Material: Frosted Polycarbonate 

Item Size Finish Lumens Wattage Incandescent  
Replacement Wattage Input Current Construction

Round

S11800R1 4" White 600 6.7W 50W 0.06A Steel

S11832R1 4" Black 600 6.7W 50W 0.06A Steel

S11833R1 4" Brushed Nickel 600 6.7W 50W 0.06A Steel

S11834R1 4" Bronze 600 6.7W 50W 0.06A Steel

S11801R1 5"/6" White 800 9W 65W 0.08A Steel

S11835R1 5"/6" Black 800 9W 65W 0.08A Steel

S11836R1 5"/6" Brushed Nickel 800 9W 65W 0.08A Steel

S11837R1 5"/6" Bronze 800 9W 65W 0.08A Steel

S11825R1 5"/6" High Lumen White  1,200 13.7W 90W 0.09A Steel

Square

S11820R1 4" White 600 6.7W 50W 0.06A Aluminum

S11821R1 5"/6" White 800 9W 65W 0.08A Aluminum

Item Description Image

S9000 GU10 Socket Adapter

S8999 GU24 Socket Adapter

80-980 4" Can for New Construction

80-981 4" Can for Remodel

80-982 5" Can for New Construction

80-983 5" Can for Remodel

80-2676 Pressure Brackets - 2-Pk (only for use 
with 5/6")

ACCESSORIES (SOLD SEPARATELY)

E26 Adapter Included

4" round models feature rotating 
and collapsible tabs for secure 
installation and easy removal.

CCT Selectable Switch
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PHOTOMETRICS

4" Round Models
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PHOTOMETRICS

5/6" Round Models
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PHOTOMETRICS

5/6" Round High Lumen

4" and 5/6" Square Models


