BSATCO |NUVO LED FIRE RATED
DIRECTIONAL DOWNLIGHTS

REMOTE DRIVER | CCT SELECTABLE
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FOR EASY IDENTIFICATION Selectable Color Technology
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360° ROTATION WITH 80° TILT

5 CCT SELECTABLE
SUGGESTED APPLICATIONS: SATCOINUVO s Fire Rated Dlrectlona_l Downllghts are the pferfect solu_tlon
. ! . : to increase safety and offer focused light. Designed to provide exceptional
Residential, Multifamily, ) S . . T
. L . illumination, these downlights also provide two hours of protection in the event
Retail, Hospitality, Offices . . L L ; : . ;
of a fire. Improve illumination and peace of mind in residential, multi-family and

commercial applications.
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YSATCO NUVO LED FIRE RATED DIRECTIONAL DOWNLIGHTS

REMOTE DRIVER | CCT SELECTABLE

GENERAL SPECIFICATIONS
Input Voltage, Frequency: 120V, 60Hz Location Rating: Wet

Power Factor, THD%: >0.9, <30% Ambient Operating Temperature: -20°C (-4°F) to +40°C (+104°F)
Dimmable: Phase-Cut Dimmable Down to 10% Suitable for Bathroom Applications: Yes

CCT: 2700K/3000K/3500K/4000K/5000K IC Rated: Yes

Efficacy: Up to 85 LPW AT Rated: Yes

CRI: 90 Construction: Aluminum
Rotation: 360° Lens Material: Frosted PMMA
Tilt: 80° Trim Color: White

Functional Life: 50,000 Hours Back Plate: Red

Fire Rated: 2 Hours
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Incandescent Replacement

‘ Lumens ‘ Wattage ‘ Wattage ‘ Input Current ‘ Beam Angle Case Qty
S11880 4" 650 OW 50W 0.08A 36° 12
S1881 6" 1,280 15W 75W 0.14A 40° 12
DIMENSIONS/WEIGHTS
A-Width/ n .
Diameter B-Height Weight
S11880 4.92" 1.42" 1.05 lbs.
S1881 7.48" 217" 1.57 lbs.
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This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause undesired operation. Fixture may not be compatible with all dimmers.

WARNING: Some products included in this specification sheet may be subject to the warning requirements of California’s Proposition 65.
Please refer to your product packaging for more information.

Replacement wattage shown depends on application and fixture. SATCO.COM | 800-437-2826

Specifications are subject to change without prior notice. © Satco Products, Inc. All rights reserved. 10/23 SN1274



$SATCO | NUVO LED FIRE RATED DIRECTIONAL DOWNLIGHTS

REMOTE DRIVER | CCT SELECTABLE

PHOTOMETRICS

SATCO Item: S11880 Candela Polar Plot lllumination at Distance

Zone Lumens %Luminaire

Center / Beam

_20° % % o Distance
Description: OWLED/DW-FR/4/CCT-SEL/RND/DIR 00, 25 2280 ° A L
. - . o _— C :

ColorQuick Setting: 2700K 0-60° 687  912% 25% 5 ;
753 LM, 9.0 W, 84 LPW 0-90° 751 99.7% ) 70 6ft N U 24fc / 4.5ft
Beam Angle: 41° 90-180° 2 0.3% 50% 50 8ft ————1afc / 60ft
Field Angle: 102° 0-180° 753  1000%  75% 1oft i ofc / 75k
Spacing Criteria (0°-180°): 0.64 Lumen MulSiRlieh 100%——-<720° i

2700K 3000K 3500K 4000K [S000KI 0° 10 12ft T 6fc / 9.0ft

Spacing Criteria (90°-270°): 0.66 o0 100 100 140 " Td0

SATCO Item: 511881 [_____Zonallumens |

Zone Lumens %Luminaire
0-30° 803 62.0% 0%

Center / Beam

gg° Distance Beam / Spread

Description: 15WLED/DW-FR/6/CCT-SEL/RND/DIR

'
'

0-40° 1047 80.8% ;

ColorQuick Setting: 2700K 065 1235 95.3% 555 8(3 At | 96fc / 3.6ft

1296 LM, 13.6 W, 95 LPW 0-90° 1292 99.7% ) 700 6ft Y U 43fc / 54ft

Beam Angle: 49° 90-180° 4 0.3% 50% 60 8ft — L 2afc / 7.2t
5 g :

Field Angle: 90° 0-180° 12396  100.0% 75% 10k NEa——
Spacing Criteria (0°-180°): 0.74 Lumen Multiplier 100%—] e :

2700K 3000K 3500K 4000K [SO00K] 700 10° 12t i 11fc / 10.8ft

Spacing Criteria (90°-270°): 0.76 oo oo T 900 ibn - To0

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause undesired operation. Fixture may not be compatible with all dimmers.

WARNING: Some products included in this specification sheet may be subject to the warning requirements of California’s Proposition 65.
Please refer to your product packaging for more information.

Replacement wattage shown depends on application and fixture. SATCO.COM I 800-437-2826

Specifications are subject to change without prior notice. © Satco Products, Inc. All rights reserved. 10/23 SN1274



